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Datasheet

PICA
The PICA is HATO’s affordable LED lighting 
solution that meets the HATO quality standards. 
It is specially designed for those who want to 
start with professional poultry lighting.

Our PICA improves life for both farmers and poultry in 
multiple ways. As a result it reduces costs and
improves farm performance.

Operating voltage

Power factor

Operating frequency

Expected average lifetime*

Viewing angle

Dimmable

Operating temperature

Storage temperature

Nett weight

Cover Material

Base Material

Warranty

Application

220 - 240 VAC

0.9

50-60 Hz

35,000h (L80B10) @25°C

120°

HATO 230 dimmer or appropriate 
trailing edge dimmer

-10°C (14°F) ~ +40°C (104°F)

-25°C (-13°F) ~ +80°C (176°F)

80 gr / 0.18 lbs

PC

PC

2 Years**

Poultry

Product 
number

Power
Consumption

Light 
output

Efficacy
Light colour 
(CCT)

Dim range CRI Flicker-free Made in

7449 6.3W 775lm 123lm/W 3000K 2-100 % > 80 Yes China

* Lifetime definition & measurement available upon request

** Ask your sales representative for the product specific warranty terms and conditions

AC Connection

 cable 0.6m

*7570*

HATO junction box

*5801*

HATO 230V 850VA DIMMER

(Phase dimming)

*7109*

Accessories

HATO 230V 400VA DIMMER

(Phase dimming)

*7931*

EPU 1500+ DIMMER

(Phase dimming)

*7933*

https://www.hato.lighting/en/lighting-solutions/animal-lighting/poultry-lighting/pica
https://www.hato.lighting/en/lighting-solutions/animal-lighting/poultry-lighting/pica
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Light spread

* Protection test against penetration of water IPX7

(protect against the effect of immersion till 1 meter)

Markings

100%

FLICKER
FREE

Dimensions

95 mm

80 mm

 

2.  Specifications: PICA IPC | 
*8074* 

PICA IPC 
Dept.: Development 
Status: Final 
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Typical spectral power distribution 
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0,4370-0,4390 0,4040-0,4050 
 
 
 
 

Typical light spread 

 
 

 

 

 

 

 

118°

Installation example

PICA
*7449*

PICA
*7449*

PICA
*7449*

Installation 
Cabinet

Packaging information

Box Size 	(LxHxW) 320 x 320 x 375mm

Number of 
lamps per box

75 pcs

Box weight 9.4kg - 20.72lbs

Dimmer Max number of 
lamps

400W     *7931* 56

850W     *7109* 120

1500+   *7933* 185

Maximum numbers of lamps connected 
when using dimmer:

Circuit 
breaker

Max cable 
length 
(single run)

Max number of 
lamps

B10 119m 219

B16 74m 350

Maximum numbers of lamps connected:

https://www.hato.lighting/en/lighting-solutions/animal-lighting/poultry-lighting/pica
https://www.hato.lighting/en/lighting-solutions/animal-lighting/poultry-lighting/pica

